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(54) Title: PISTON FOR AN INTERNAL COMBUSTION ENGINE 
(54) Bczcichnung: KOLBEN FUR EINEN VERB RENNUNGS MOTOR 
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(57) Abstract: Disclosed is a piston (1) for an internal combustion engine, comprising an essentially cylindrical basis member (4) 
made of forged aluminum and a ring element (6) that is disposed in the radially outer edge area of the bottom (5) of the piston and 
forms an annular cooling channel (22) along with the basic member (4). The ring element (6) is made of cast aluminum and is 
provided with a ring support (1 1) for a compression ring, said ring support (11) being made of Ni-resist. 
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(57) Zusammenfassung: Es wird ein Kolben (1) fiireinen Verbrennungsmotor miteinem im Wesentlichen zylinderffirmigen Grund- 
korper (4) aus geschmiedetem Aluminium und einem im radial ausseren Randbereich des Kolbenbodens (5) angeordneten Ringele- 
ment (6) vorgeschlagen, das mit dem Grundk5rper (4) einen ringfOrmigen KUhlkanal (22) bildet. Das Ringelement (6) besteht aus 
gegossenem Aluminium und weist einen aus NiResist bestehenden Ringtrager (11) fur einen Verdichtungsring auf. 



